
CONNEX SPOT MONITOR  
CONFIGURATION LOGIC AND ORDERING

Model Pulse Oximetry Temperature

Base Model

71

X = None

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

W = Nonin
X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

Bluetooth® Connectivity

73

X = None
T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

W = Nonin
X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

C = Covidien 
(Nellcor)

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

M = Masimo
T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

R = Masimo RRp

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

Model Pulse Oximetry Temperature

Upgradeable to Wi-Fi® Connectivity

74

W = Nonin
X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

C = Covidien 
(Nellcor)

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

M = Masimo

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

R = Masimo RRp

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

Wi-Fi® Connectivity

75

W = Nonin
X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

C = Covidien 
(Nellcor)

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

M = Masimo

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

R = Masimo RRp

X = None

T = SureTemp Plus

E = BRAUN ThermoScan® PRO 6000

STEP 1:
Determine Device Configuration and Part Number



Rx only. For safe and proper use of the products mentioned herein, please refer 
to the appropriate Operator’s Manual or Instructions for Use. 
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STEP 2:
Determine Power Cord

STEP 3:
Determine Mounting Option

Mount Type Part Number

Accessory Power Management Stand 7000-APM

Mobile Work Station 7000-MWS

Classic Stand 7000-MS3

GCX Wall Channel 7000-GCX

Desktop Stand 7000-DST

Power Supply (Required if you use your own 100 
mm VESA Mount) 

7000-PS

NOTE: Not all part number combinations are available, please 
consult your Baxter representative for a complete list.

A = Denmark

B = North America

C = China

D = Canada

G = Argentina

K = South Korea

M = Mexico

N = India/UAE

P = Thailand

T = Taiwan

US = United States

For the Connex Spot Monitor, power cords are indicated as 
“-X” at the end of the part number as a 1-digit alphanumeric 
code. Example: 71WT-B = Base, Nonin SpO2, and SureTemp 
Thermometry with North American Plug.

Y = Italy

Z = Brazil

2 = Europe

3 = Israel

4 = United Kingdom

5 = Switzerland

6 = Australia/New Zealand

66 = Australia/New Zealand (Orange)

7 = South Africa


