
HELION INTEGRATED  
SURGICAL SYSTEM

DESIGNED TO SIMPLIFY AND SUPPORT 
OPERATING ROOM EFFICIENCY

Operating Room Technology Is Complex – Using It Should Be Simple.
Helion is an integrated solution that acts as a gateway designed to help your surgical teams simplify 
and facilitate video management, operations and workflows.  

Connect to vital patient information inside your OR. Access and view live video and images during 
procedures. Connect with the outside world to consult, teach and confer when and where you need. 

Give your care teams the tools that can help them reduce interruptions and delays, helping them to 
stay focused on the patient.

INTUITIVE
Helion is a compact video management system 
featuring a plug-and-play setup, drag-and-drop 
capability, and an intuitive color-coded user interface 
designed to help simplify the user experience.

CONNECTED
Helion is a vendor-neutral system, providing 
compatibility with any video sources available in the 
OR. It can be integrated with most EMR, HIS, PACS to 
retrieve Surgical Worklists using DICOM/HL7 protocol.

RELIABLE
Helion is designed with patient safety, reliability, and 
efficiency in mind. You can record surgical moments 
while allowing your care teams focused on the patient. 

ADVANCE 
Helion supports up to 4K/UHD video resolution, 
including FullHD and 3D as well as Video Over IP 
(VoIP) technology, which allows operating room 
video distribution to be managed through a network 
infrastructure.

FUNCTIONALITY
The Printing function allows to print images of the 
selected patient directly from the Helion UI.



TECHNICAL DATA

MAIN UNIT - TECHNICAL SPECS

Video Inputs 18 (14 DVI, 2 3G-SDI, 2 CVBS)

Video Outputs 10 FullHD DVI

Supported Resolutions

Standard video PAL (720 x 576), NTSC (720 x 480)
HDTV (1280 x 720)
Full HDTV (1920 x 1080)
PC resolution (1024 x 768, 1280 x 1024, 1600 x 1200, 1920 x 1200)
UHD / 4K option with 4K Unit

Dimensions 133 x 430  450 mm

Unit Weight 13.5 kg

Control Touchscreen 21”, 24” or 27”, 1920 x 1080, 16:9

Audio Inputs
3 x Microphones
2 x Aux Stereo
1 x Videoconference

Audio Outputs

1 x Stereo amplified
1 x Stereo non-amplified 
1 x Video conference
2 x Speakers terminal out (L/R)

Communication Protocols
DICOM

HL7 (Only with an additional gateway provided through a partner third-party vendor.)

Recording function*1

Time shift recording
Movie around the snapshot
2x Recording channel
Endotrigger recording compatibility

CONFERENCE UNIT SPECS

Video Inputs*1 2 Inputs:
2 x HD video in (1080p60/720p60)

Video Outputs 2 Outputs:
2 x HD video out (1080p60/720p60)

Dimensions 44 x 430 x450 mm

Unit Weight 8 kg

HD Audio MicPod 100 Hz-16 kHz
Mute button

Standard Video H.263, H.263+, H.263++, H.264, H.264 High Profile, H.264 SVC. Encoding up to 1920 x 1080p 60fps

4K UNIT - TECHNICAL SPECS 4K PLUS UNIT - TECHNICAL SPECS

Video Inputs 5 HDMI Ports Video Inputs 2 HDMI Ports 
2 Display Ports

Video Outputs 5 HDMI Ports Video Outputs 2 HDMI Ports 
2 Display Ports

Support Resolutions Up to 4096 x 2160 at 60 Hz Supported Resolutions Up to 4096 x 2160 at 60 Hz

Transmission to Monitor Fiber-optic cabling Transmission to Monitor Fiber-optic cabling

Dimensions 44 x 430 x 450 mm Dimensions 44 x 430 x 450 mm

Unit Weight 5.5 kg Unit Weight 5.5 kg

*1All digital video signals are recorded with  16:9 aspect ratio.  3D side-by-side only.



Attention: Not all products/options are available in all countries. Please check availability with your local Baxter representative.

The Helion is intended to be used by clinicians and medically qualified personnel. This medical device is a regulated healthcare product which, 
pursuant to such regulations bears a CE mark. Baxter recommends that you carefully read the detailed instructions for safe and proper use 
included in the documents accompanying the medical devices. Baxter reserves the right to make changes without notice in design, specifications 
and models. The only warranty Baxter makes is the express written warranty extended on the sale or rental of its products. 
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For more information, please contact your Baxter sales representative or local distributor.


