
The Lightweight Transfer Board provides temporary 
support when the patient is positioned over the 
perineal cutout of the Seat Section or Pelvic Section 
Extension.

For alternative positioning options, refer to the 
optional One-Part Leg Section, Two-Part Spread Joint 
Leg Section, or Four-Part Spreadable Leg Section.

Versatile 
One table supports a wide range of positions across various surgical applications - helping you 
stretch your investment and expand your procedural capabilities. 

Supports Safety 
With a 1,000 lb (454 kg) weight capacity, collision prevention, self-leveling floor locking system 
and more, the PST 500 is designed with the safety of the patient and user in mind.* 

Efficient
Modular design, ergonomic handling, 360° imaging, and light messaging system 
help you streamline your workflow and see more patients, faster.**

Intuitive
Designed with ease of use in mind with a self-aligning hook coupler system.

PST 500 Surgical Table 
the Platform for
Surgical Care

* Weight capacity may fluctuate based on table configuration. Refer to the IFU for additional information. 
**360° imaging capability with specific carbon components.
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The PST 500 is built to handle real-world surgical environments - 
including yours.

Technical Specifications 

Patient Weight Capacity 1,000 lb (454 kg)* 

Net Table Weight 551.2 lb (250 kg) 

Tabletop Dimensions (LxW) 42.1" x 23.6" (107 cm x 60 cm) 

Assembled Table Length 76.6" (194.5 cm) 

Zero Positioning Simultaneous self-leveling of all sections 

The PST 500 Surgical Table is intended to be used by clinicians and medically qualified personnel. Baxter recommends 
that you carefully read the appropriate detailed Instructions for Use and/or Operator’s Manual accompanying the medical 
devices. Baxter reserves the right to make changes without notice in design, specifications and models. The only warranty 
Baxter makes is the express written warranty extended to the sale or rental of its products.

Tilt

Leg Section Adjustment Back Section Adjustment Longitudinal Slide

Height Adjustment Trendelenburg /

*Weight capacity may fluctuate based on table configuration. Refer the to IFU for additional information. 
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For more information, please contact your local Baxter Representative.


