TS7000dV Surgical Table

Redefining Patient Positioning In da Vinci Surgery

The TS7000dV Surgical Table is:

- Uniquely compatible with the da Vinci 5 Surgical Robot, yet also serves as a versatile general
surgical table.

— Synchronized motion with the da Vinci 5 System for intraoperative re-positioning.

- Dramatic range of motion with high patient weight capacity in table articulations.*

ADJUSTMENT RANGES

Lift - 55 cm (tolerance +1 cm)/ 2.17 inch (tolerance +0.39 inch)

- 46 cm (tolerance +1 cm) / 18.11 inch (tolerance 10.39 inch)
Longitudinal slide - Head end 18 cm (tolerance 1 cm)/7.09 inch (tolerance +0.39 inch)

- Foot end 28 cm (tolerance +1 cm)/11.02 inch (tolerance +0.39 inch)

Reverse Trendelenburg (Inclination

about the lateral axis) 457745

Tilt

(inclination around the longitudinal 30° to the left/30° to the right
axis)

Leg section joints

Angles relative to the seat section 90 upwards/105° downwards

Back section joints

Angles relative to the seat section 90° upwards/45° downwards




Integrated
Table Motion

Integrated Table Motion enables the
da Vinci 5™ System to connect to
Baxter’s TS7000dV Surgical Table

so the patient can be dynamically
positioned while the surgeon operates.

Iso centered motion: a combination of
Trendelenburg or reverse Trendelenburg and slide.
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Dynamic Access & Efficient Workflow Connection with Table
Exposure for Every Case The da Vinci 5 System and
_ . N TS7000dV Surgical Table
Use gravity to expose anatomy, May save time by eliminating _
- . 4 o connect wirelessly.
maximize reach, and deliver tissue at  the need to undock, resulting in
an ideal working angle. shorter case times and the ability

to provide intraoperative patient
supine support.

For more information, please contact your local Baxter representative.
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da Vinci and da Vinci 5 are trademarks or registered trademarks of Intuitive Surgical or their respective owner.

The TS7000dV Surgical Table is intended to be used by clinicians and medically qualified personnel. This medical device is a regulated healthcare product which,
pursuant to such regulation bears a CE mark. Baxter recommends that you carefully read the detailed instructions for safe and proper use included in the documents
accompanying the medical devices. The personnel of healthcare establishments are responsible for the proper use and maintenance of these medical devices.
Baxter reserves the right to make changes without notice in design, specifications and models. The only warranty Baxter makes is the express written warranty
extended on the sale or rental of its products. Baxter Medical Systems GmbH + Co. KG

Baxter and Hillrom are trademarks of Baxter International, Inc. or its subsidiaries.
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