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TL 5000 SERIES SURGICAL LIGHTS

Item Description: LED Surgical Lights for a wide
range of applications

Model Number: TL5300 / TL5500 / TL5510 /
T5520 / T5510

JSN Number:
Installation:
Proposal Number:

Facility:

City, State:
Estimated Delivery:

Delivery Cost:

Taxes:
PRODUCT STANDARD FEATURES CONFIGURATION OPTIONS
] ]
] ] ]
] ]
]
]
]
]
ROOM ENVIRONMENT
O] ] L] ]
]
O O u
m Hillrom.. For more information, please contact your local
distributor or Hillrom sales representative.
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LIGHTING SPECIFICATIONS TL 5300 TL 5500 TL 5510 TL ALC+ 5520 TL ALC+ 5510
Lighthead TL5300 TL5500 TL5510 T5520 T5510
Lighthead size (w/o handles) 22.8" (58 cm) 26.6" (68 cm)
Lighthead size (w/ handles) 25.2" (64 cm) 28.7" (73 cm)
Lumber of LEDs 60 90
lllumination level Ec at 1 m (Ix) 140,000 160,000
Pattern size (d10) at 1m 6.3"/91" (16 cm / 23 cm)
Color Temperature (K) 3,500/ 4,000 / 4,500 / 5,000
Color Rendering Index (Ra) max. 96
Average service life of the LEDs (h) > 60,000 hours
Camera preparation = = Standard = Standard
Adaptive Light Control Plus (ALC+) - - - Standard Standard'
Sterile Light Control (SLC) - - - Standard -
Values are subject to a general industry tolerance of + 5%. "with camera module installed.
PHYSICAL CHARACTERISTICS ELECTRICAL CONNECTIONS
5 Replacement: 24" diameter x 6" deep (600 mm x 152 mm); Input Voltage to
el Flat Cover: 15.75" square (400 mm x 400 mm) Power Supply B
Replacement: 10" (250 mm) Standard; Frequency 50 /60 Hz
Down Tube New Construction: 13.78" (350 mm) Standard

Maximum Power

Available up to 39.3" (100 mm)
Consumption of Total 160 VA

Standard: 27.6" to 45.3" (700 mm to 1150 mm);

Horizontal Arm Hybrid: 51.2" to 68.9" (1300 mm to 1750 mm) System
ErGeaETngS g Output Voltage from 48 VDC
a 0,
LT 35.8" (910 mm) Power Supply (£10%)
Vertical Travel (max.) 45° up / 50° down; 46" max. (1168 mm max.)
. . 360° continuous at main arm, spring arm and yoke;
SalEReration 210° at lighthead
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Hill-Rom reserves the right to make changes without notice in design, specifications and models. The only warranty Hill-Rom makes is the express written warranty
extended on the sale or rental of its products.
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